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+/- 70°

+/- 110°

Almac

JIBBI
EVO

Basket rotation

 rotation

Cable remote console by AUTEC

Integrated Drive System
single joystick



JIBBI  EVO Technical data
Max working height

Max height basket floor

Moving height

Max outreach (load 

Max outreach (load 

Max outreach (load 

+/-110° Rotation angle

Basket size

+/- 70° Basket rotation angle

Max basket capacity

 ( Length in stowed position (with detached basket)

Min width in stowed position

Medium working width

Max working width

Min height in stowed position

+/- 15° Longitudinal leveling

+/- 15° Lateral leveling

25° Max gradeability

25° Max side greadeability

Drive speed (fast)

Speed over transport condition

Weights

Total weight

Power
14 kW - 19,2 Hp @3600rpm3TNM68 -AS Yanmar engine (diesel)

Wide Baske

-  remote control with rechargeable battery

- Arctic lubricant for cold climate

- Winch kit 

- Ultrasonic Anti-collision System

Basket size

Standard Optional

Winch
Optional

-

8380 lbs



JIBBI
 EVO

AL
L 

D
AT

A 
R

EP
O

RT
ED

 IN
 T

H
IS

 C
AT

AL
O

G
U

E 
AR

E 
N

O
T 

BI
N

D
IN

G
. A

LM
AC

 S
R

L 
R

ES
ER

VE
S 

TH
E 

R
IG

H
T 

TO
 C

H
AN

G
E 

SP
EC

IF
IC

AT
IO

N
S 

W
IT

H
O

U
T 

PR
IO

R
 N

O
TI

C
E.

 

MAX W.H.

19.2Hp

POWER SPEEDCAPACITY LONG. LEVEL.

+/-15°

LATER. LEVEL.

+/-15°

UNDERCARRIAGE CONFIGURATIONS & WORKING AREAS


